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Invent: Trust

D200 Fingerprint Employee Time Clock

PARAMETER

Sensor AFOS300 Optical Sensor FAR 0.00001%
Core Fingerprint Algorithm BioNANO V10 Standard Port USB
Scan Area 22mm*18mm Working Current 0.2A-0.3A
Resolution 500DPI Sleeping Current 0.2A

LCD 128*64 Blue LCD ESD Tolerance >15000V
Register Method Fingerprint, Password Power DC 5V

Identification Method

FP, ID+FP, ID+PW

Backup Battery/Standby time

1100mAH/6 hours

Identification Time <0.5 Sec Temperature/Humidity -10°C-60°C / 20%-80%
Fingerprint Capacity 2000 Material ABS Plastic

Record Capacity 50000 Size 157(w)*119(h)*35(d)mm
FRR 0.001% Color Pearl White

Chinese, English, Spanish, Portuguese, French, Italian, Slovenian, Hungarian, Bulgarian, German

Display Language .
(Other languages can be customized)

Software Language Chinese, English, Spanish, Portuguese, Italian, German (Other languages can be customized)

Unique wall mounted & desktop design, world super slim

Texas Instruments 32-bit high speed CPU of low power consumption
USA BioNANO V10 core fingerprint algorithm of high speed and stability

New generation fully sealed, waterproof and dustproof AFOS300 fingerprint sensor

Realtime data transfer and WEB online tracking

Clear voice prompts along with all operations

USB Plug & Play connection. No driver needed

JHN1v34

Inbuilt high capacity 1100mAH Lithium battery backup. Ultra-long standby time up to 6 hours

Employee authentication methods: ID + password, ID + fingerprint, fingerprint only

Fast fingerprint scan in less than 0.5 second

16 different customizable time and attendance status

6-digit work code feature to calculate different job cost
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Anviz Authorized Distributor

INNIVI2 and [B3o.o--ce are registered trademarks of Anviz Biometric Tech. Co., Ltd. and cannot be used without the permission of Anviz.
Due to the consistent improving of the product, this specification and appearance is subject to change without notice.



